
Features

Tape and Reel

Dispensable

Low Cost

Surface mountable

RoHS Complaint

Description

(Tuning Fork) Thru-Hole

These clock frequency resonators are ideal for timing signals
and are available in a variety of sizes and configurations.
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   Electrical Specifications    SC-206, SC-308, SS-306, SS-406 

Type: Tuning Fork
Frequency Range: 32.768 KHz
Operating Temp: -10 EC ~ +60EC (Typ.)
Storage Temp: -20 EC ~ +70EC
Frequency Tolerance at 25 EC: ±20 ppm ~ ± 50 ppm Max.
Peak Temperature (Frequency) 25 ± 5 EC
Temperature Coefficient -0.04 ppm / EC Max.2 

Load Capacitance (CL): 12.5pF (Typ.)
Drive Level (DL): 1.0 µW Max.
Equivalent Series Resistance: 50k Ù Max.
Motional Capacitance (C1) 1.80 fF ~ 2.10 fF
Shunt Capacitance (Co): 7.0 pF Max.
Aging at 25 EC: ±3 ppm / Year Max.
Insulation Resistance: 500 M Ù Min. at 100 VDC
Leads: Nickel Plated
Environment: Dry Nitrogen

    Electrical Specifications    FS-206,  FS-308,  FS-145 


